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SAFETY INSTRUCTIONS
 

WARNING
ELECTRICAL SHOCK HAZARD
Do not open the equipment.

Only qualified personnel
should work inside the
equipment.

Immediately turn off the power at the
switchboard if water leaks into the
equipment or something is dropped in
the equipment.

Continued use of the equipment can cause
fire or electrical shock. Contact a FURUNO
agent for service.

Do not disassemble or modify the
equipment.

Fire, electrical shock or serious injury can
result.

Immediately turn off the power at the
switchboard if the equipment is emitting
smoke or fire.

Continued use of the equipment can cause
fire or electrical shock. Contact a FURUNO
agent for service.

Make sure no rain or water splash leaks
into the equipment.

Fire or electrical shock can result if water
leaks in the equipment.

WARNING
Keep heater away from equipment.

A heater can melt the equipment's power
cord, which can cause fire or electrical
shock.

Use the proper fuse.

Fuse rating is shown on the equipment.
Use of a wrong fuse can result in equipment
damage.

CAUTION
A warning label is attached to the equip-
ment. Do not remove the label. If the
label is missing or illegible, contact
a FURUNO agent or dealer.

WARNING
To avoid electrical shock, do not 
remove cover. No user-serviceable 
parts inside.

(Processor unit)
Name: Warning Label (1)
Type: 86-003-1011-1
Code No.: 100-236-231

(Monitor unit)
Name: Warning Label (2)
Type: 03-129-1001-1
Code No.: 100-236-741

(Processor unit)
Name: Power Warning 
           Label 
Type: 02-127-2002-0
Code No.: 100-283-240

DANGER
Electrical shock hazard.
Power off control unit
and unplug CN2 before
servicing.

The TFT LCD is constructed using the
latest LCD techniques, and displays 
99.99% of its pixels. The remaining 0.01%
of the pixels may drop out or blink, how-
ever this is not an indication of malfunc-
tion.

About the TFT LCD

 



ii

FOREWORD

A Word to FCV-1200L/1200LM Owners

Congratulations on your choice of the FURUNO FCV-1200L/FCV-1200LM COLOR LCD

SOUNDER. We are confident you will see why the FURUNO name has become synonymous

with quality and reliability.

FCV-1200L is a dual-frequency color LCD sounder, and FCV-1200LM is a monitor which

displays the signal from an external video sounder.

For over 50 years FURUNO Electric Company has enjoyed an enviable reputation for innovative

and dependable marine electronics equipment. This dedication to excellence is furthered by our

extensive global network of agents and dealers.

This equipment is designed and constructed to meet the rigorous demands of the marine

environment. However, no machine can perform its intended function unless installed, operated

and maintained properly. Please carefully read and follow the recommended procedures for

operation and maintenance.

We would appreciate hearing from you, the end-user, about whether we are achieving our

purposes.

Thank you for considering and purchasing FURUNO equipment.

Features

•  8- or 16- color presentation (including background) provides detailed information on fish

density and bottom composition, on a 10.4 inch color LCD.

•  Furuno Free Synthesizer (FFS) transceiver design allows use of user-selectable operating

frequencies.

•  You can select display orientation; Portrait (vertical) or Landscape (horizontal).

•  Automatic bottom tracking features permits unattended operation.

•  Frequency mixing picture helps discriminate fish species.

•  Alarms: Fish, Bottom, Fish-Bottom, Water Temperature (temperature data required).

•  A-scope presentation displays echoes at each transmission with amplitudes and colors

according to intensities.

•  Unique split range control allows independent range settings in dual-frequency mode.
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