
                    500/511 Dimensional Drawings

SPECIFICATIONS OF AUTOPILOT
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NAVpilot 500 Control Unit 0.7 kg  1.5 lb NAVpilot Rudder Reference Unit 0.5 kg  1.1 lb

NAVpilot 511 Optional Control Unit (Surface Mount) 0.37 kg  0.82 lb

NAVpilot 511 Optional Control Unit (Flush Mount) 0.37 kg  0.82 lb

NAVpilot Processor Unit 1.9 kg  4.2 lb

AUTOPILOT

NAVpilot 500 NAVpilot 511 NAVpilot 520

CONTROL UNIT
Display Monochrome LCD
Effective Display Area 83 (W) x 83 (H) mm 42 (W) x 83 (H) mm
Pixel Number 160 x 160 160 x 80
Backlight 8 steps
Contrast 16 steps
PROCESSOR UNIT
Rudder Angle Adjustment Manual, Auto, Dodge, Remote, Navigation*, Wind**   ** Wind data required

Weather Adjustment AUTO/CALM/MODERATE/ROUGH
Rudder Angle Ratio AUTO/0-9
Rudder Angle Equivalent AUTO/0-9
Rudder Angle Settings 45˚ max
Alarm Bearing, Deviation, XTE, Watch, Ship's speed*, Water temperature*, Depth*, Log*   * Navigation data required

INTERFACE
Ports Navigation data (NMEA): 1, Output (NMEA): 1, Input (NMEA): 1, I/O for Heading Sensor (NMEA): 1
Interface
(NMEA 0183 1.5/2.0/3.0)

Input

Output ALR, ASD, GLL, GNS, HDG, HDT, MSC, RMB, VBW, VWR, VWT

(Required NAV data input)

RSA*  *No NAV data input needed

GGA, RMA, RMC, GLC, GTD, VTG, VHW, WPL, BWC, BWR, ZDA,
AAM, APB, XTE, DPT, DBT, MTW, VPW, MWD, MWV

I/O Control RS-232C
ENVIRONMENT
Temperature  -15˚C to +55˚C
Waterproofing Processor unit IPX2

Other unit IPX5 IPX6
POWER SUPPLY

12-24 VDC: 3.0 A (excluding pump)

Command Bearing:  APA, APB, BOD/XTE, RMB
Ship's Location (L/L): GGA, RMC, RMA, GLL, GNS
Ship's Location (LOP): GTD, RMA,
SOG/COG: VTG, RMC, RMA
STW: VHW
Heading (HDG): HDT, HDG, HDM
Destination : RMB, WPL

Bearing/Distance: RMB, BWC, BWR
Time: RMC, ZDA
Arrival Alarm: AAM, RMB
Cross Track Error: APB, XTE, RMB
Water Depth: DPT, DBT
Water Temperature: MTW
Wind Speed/Bearing: MWV
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