
PB100 Ultrasonic 
Weather Station 

Sensor 

6 Conductor 
Shielded .3 m Pigtail 

Laptop PC Aux NMEA input .3m 
w/7 pin connector or 
Digital Depth, Speed 

& Temperature Sensor 

Power Cable., 2 Conductor 
Shielded, 4 m Pigtail 

To USB Port, 2 m 
w/USB Connector. 

RD30 Remote Display 
Navigational Data Organizer 

AIR-033-800 NMEA Combiner 

Note: Red wires are supplied 

Optional Additional 
Display 

Optional Additional 
Display 

Technical Information NMEA Combiner 
*  Simultaneously display weather data on an RD-30 and PC. 
*  NMEA input port on the Combiner for the Airmar Smart™ transducer can display depth, water temperature and speed through water on the 
 PC and RD-30. 
*  WeatherCaster software auto-detects when a Smart™ Transducer is attached & displays Water speed & True Wind relative to water gages.   
 Additionally water depth & temperature are displayed digitally. 
*  When the RD-30 is used with a combiner, heading information will be sent to the RD-30 from the Weather Station.  The WeatherCaster soft
 ware enables this sentence to be sent to the RD-30. 

235DHT-:MSE 
235DHT-MSE 
235DST-MSE 
235DST-PSE 
235DST-PWE 
235DST-MSE 
235DT-PSE 
235DT-SSE 


